
VACUUM PUMPS VMP-L 진공펌프

MEGA Series

VMP - L   VACUUM PUMPS

Order no.

VMP ① L - ② - ③ - ④ - ⑤

Feed pressure : 0.4  MPa
Air consumption : 108  ~ 420Nℓ/m
Max vacuum : -91 kPa
Noise level : 50 ~ 65 dBA
Material : PPS, AL
Working temperature :         -20 ~ 80℃
Weight : 643 ~ 761 g

③ SEALING

N : NBR(Standard) NR : NON RETURN VALVE & NBR SEAL
V : VITON NV : NON RETURN VALVE & VITON SEAL

E : EPDM NE : NON RETURN VALVE & EPDM SEAL

④ AIR SUPPLY CONTROL VALVE

X : NONE
M1 : AC 110V
M2 : AC 220V
M4 : DC 24V
AS : Air saving kit attach

⑤ VACCUUM RELEASE CONTROL VALVE

X : NONE
R1 : AC 110V
R2 : AC 220V
R4 : DC 24V

① MODEL
capacity equivalent to
electricity motor pump size
10 :    365 Nℓ/m (0.25 KW) 
20 :    622 Nℓ/m (0.5   KW)  
30 :    841 Nℓ/m (0.75 KW)  
40 :  1060 Nℓ/m (1.0   KW)  

REMARK
Air port PF 1/4” (standard)

REMARK
Whenever apply to As-kit Release control Valve
& Vacuum switch is not applicable

② VACUUM PORT
V 12 : PF 1/2̋

V 34 : PF 3/4̋
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